
Adina  2-Sided & 3-Sided

Important
1124

1. When you receive your shower package, please check 
for any freight damage.

2. If damage has occurred, advise your supplier within 8 
hours.

3. Do not install any faulty product as this will invalidate 
later claims.
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INTRODUCTION

WARRANTY

HEALTH AND SAFETY 

TOOLS REQUIRED

INSTALLATION INSTRUCTIONS REFER TO:

ADDITIONAL ITEMS SUPPLIED IN PACKAGE

IMPORTANT!  

Working with Acrylic Materials:
Drilling:

Cutting of Liner:

NEWLINE RECOMMENDS A SKILLED TRADESMAN ACQUAINTED WITH 
SHOWER INSTALLATIONS TO ENSURE THE VERY BEST OUTCOME.
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Acrylic Wall Liner

Liner Glue

Tray

AquacheckTM Seal

Framing

Support Batten

Bottom Plate Anti Capillary Gap

Internal Tray Cross Section

Wallboard

Support Ring

Wall Framing

        2-Sided Tray & 3-Sided Alcove LayoutINSTALLATION

Diagram 3-Sided Alcove

3-Sided Tray Sizes & Alcove Wall Dimensions

Tray Size Tray Width 
+/-3mm

Frame to 
Frame

Wallboard to 
Wallboard

810 x 810 810 810 790
900 x 900 900 900 880

1000 x 1000 1000 1000 980

Liner Back Wall
O/A Width +/- 1mm

785
875
975

2-Sided Tray Sizes

820mm x 820mm
915mm x 915mm

1000mm x 1000mm

Special attention for 3-Sided 
Alcove framing specs

1
The tray dimensions may 
vary+/- 3mm. This is within the 
manufacture’s tolerance.

2
Bottom plate may have to be 

must follow Table 1.

3
Walls must be plumb, straight 
with 90degree corners as errors 
can duplicate not allowing the 

Support 
Batten

Bottom Plate

Wallboard

Acrylic Wall Liner

AquaCheck Seal

Newline Tray

Gib Lining to Lining

Frame to Frame

Wallboard to Wallboard

Wall Framing to be straight, plumb, 90-degree corners & compliant to current NZS 3604 standards.

2-SIDED TRAY LAYOUT:
Low Profile Acrylic

3-SIDED TRAY LAYOUT: Low Profile Acrylic

Diagram B
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        Bonding + Sealing LinesINSTALLATION

STEP 3: Wall Liner Installation
Marking Out

Full cover of Silicone 
at End Block

Tray upstand AquacheckTM seal

There must be enough silicone 
to ooze out past liner at End 
Block when liner is installed. 
Clean all up silicone excess.

Bonding/ Sealing

Install Wall Liner

Corner Mould Details

• IMPORTANT! 

Diagram F

INSTALLATION  Bonding + Sealing Lines

Diagram E

This horizontal glue 
line 20mm above Tray 
upstand is essential. 

Don’t Ignore it. Vertical Glue lines 
at 75mm apart & no 
cross lines except 

the horizontal line at 
bottom.

Seal top edge of 
liner with a paint 

compatible sealant.

plumbing 
cutouts.

Silicone seal hole edge 
from Caddy across 

wallboard to liner edge.

Gib Centre

Liner hole 
same size as 

Caddy and Gib
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                    Door InstallationBEFORE YOU START

Newline provides full Specification Documents for two Categories of Showers.

HEALTH AND SAFETY

WAIT
Before you start please read through the pre-install guide that applies to this project.

Unpack glass, stand on soft packing on floor and walls prior to assembly.
Do not rework glass panels.
Do not strike an edge or corner of glass.
Use two persons where heavy glass lifting is required.
Wear appropriate protective clothing and eye protection during installation.
Mark gas/water pipe and electrical wire locations to ensure these are not touched.

•

•

•
•
•
•
•

•
•

•
•

WARRANTY
This covers faulty goods but not breakages. Visit newline.nz for information.
Compliance with Specs and these instructions are essential for a valid warranty.

•
•

ATTENTION

Tools Required

The tray base must be installed level as this affects all shower alignments.
Wall Specifications require a max variation of 3mm within shower height. Installer must check 
the viability of install if outside of these specs.
3-Sided Alcove Showers: Wall must be accurate, straight, and plumb. Refer pre-install guide.
Double studs for solid fixing of wall channels:

• Double Studs: These must be in place from outside of either acrylic or tile tray inwards.
This is essential to fasten top door rail.

• The Installers Responsibility: All compliance with all council regulations.

 Positioned at tray outside edge and inwards 

NEWLINE RECOMMENDS A SKILLED TRADESMAN ACQUAINTED WITH
SHOWER INSTALLATIONS TO ENSURE THE VERY BEST OUTCOME.

Acrylic Pre-Install Specifications Tile Pre-Install Specifications

  

https://newline.nz/wp-content/uploads/2024/04/NEWLINE_InstrcMnlV2_RC21032024_ACRYLIC-PREINSTALL.pdf
https://newline.nz/wp-content/uploads/2024/04/NEWLINE_InstrcMnl_A4_RC031224_PROFINISH-TILE-BASE-PREINSTALL-INFO.pdf
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MINIMUM AND MAXIMUM TABLE
Wall out of plumb will not allow the full minimum / maximum range.

INSTALLATION STEPS: PAGE 10 TO 13

WALL 
CHANNEL

WALL 
CHANNEL

XX

20mm

Layout Plan A:  2-SidedPROCESS

IMPORTANT: 
1. 
2. 

SHOWER TYPE DOOR SET MIN/MAX RETURN PANEL MIN/MAX

820 x 820 776 - 793 786 - 803

915 x 915 863 - 880 880 - 897

1000 x 1000 966 - 983 967 - 984
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1

1

2

3

4

2

5

6

2-Sided InstructionsPROCESS

1 of 2

3 of 4
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3-Sided InstructionsPROCESS

wall

wall wall

P1

13mm

1

2

wall

wall wall

P1

13mm

1

2

wall

wall wall

P1

13mm

1

2

2

1

Mark wall 
channel holes 

and pre-drill 2mm 
holes in Acrylic 

Liner
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8

STEP 1: PUSH INTO #### WALL CHANNEL

STEP 2: ROTATE DOOR 
TO LINE UP WITH MARKS

STEP 3: CENTRE DOOR IN WALL CHANNELS

1

2

1

2

7

3

4

3-Sided InstructionsPROCESS

With assistance, 
enter the Door Set 
with Wall Channels 
each side to pre-

drilled holes.

Start some screws 
in holes to hold. 

Feed silicone into 
each hole and 

screw off using the 
screw caps.

Enter Doorset with wall channels each side.

Square up Frame 
to Wall Channels 

and Door to 
Frame.

Apply continuous 
bead of silicone 

to the rear 
face of the wall 
channel before 
placing against 

the liner

Silic
one

4

5

Apply silicone to 
join as indicated.






