











INSTALLATION ACCLAIM 2 -SIDED SHOWER

: I 1. There are three standard door sizes: 550mm, 600mm or 650mm. The gap allowances each
side of the door is from 2.5 mm to 3mm maximum.

2. Align glass leading edges to plumb and adjust door gaps to specs (Diagram F).
3. Silicone bond and seal details of floor profiles as Diagram H.

4. Install waterbar clips, silicone back of waterbar, waterbar clip holes and fit (Diagram G).
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e Fitting of Glass Lintel: IMPORTANT! Clips must be held tight to glass prior to fastening.

1. Fit lintel clips first to vertical glass panels.

2. Apply a small bead of V60 Silicone as drawing (This is a secondary safety measure to hold the lintel glass).
3. Fasten the lintel glass ensuring door gap is correct.

4. Retighten fastenings yet again until the gasket has seated down.

Small bead of silicone
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INSTALLATION ACCLAIM 2 -SIDED SHOWER
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e Fasten shower screen to wall profiles.

¢ Fit door handle to door.

required before tightening fully.

After finalising door fit, tighten up screws.

Fasten frame
to wall profile

with 3 screws = |

on inside.

Fit door hinges to the hinge panel first (must be level).
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Wipe hinge gaskets and glass where the hinges contact with Meth’s.

Fit door in place. Note: Do up hinges firm initially but not tight. Make any corrections where

Recheck tension of screws with a little increase each time and a final check prior to leaving site.
This process is important to fully seat the gaskets.

A\

3 MAXIMUM

*H<7

\i



INSTALLATION ACCLAIM 2 -SIDED SHOWER

: 7 | ¢ Silicone seal the outside boundary edge as indicated lines and guidance.
I : e | eave for a minimum of 24 hours prior to use.
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,~ Floor profile inside corner:
I Silicone on top of seal !
AN e /
~ and down this join. .
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INSTALLATION ACCLAIM 3 -SIDED SHOWER
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COMPONENTS LIST
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PART NUMBER

REFERENCE DESCRIPTION CHROME BLACK QUANTITY
1 6 Gauge x 12 sq screws 6
2 6 Gauge x 40mm screws Fastening Kit | Fastening Kit 6
3 Screw Caps F4163.CR F4163.BK 6
4 Wall Plugs 6
5 Lintel Glass 1
6 Lintel Clips H5412.CR H5412.BK 4
7 Hinges H2561.CR H2561.BK 2
8 Door - 550, 600 or 650mm 1
9 Fixed Front Panel 1
10 Hinge Glass Panel 1
11 Handle - Linear H5542.CR H5542.BK 1
12 Bottom Door Seal 12988 12988 4
13 Clip Pack (corner clips are surplus) H6331.CR H6331.BK 1
14 Threshold Water Bar - 553, 603 or 653mm 2
15 Wall Channel A6751.CR A6751.BK




INSTALLATION ACCLAIM 3 -SIDED SHOWER

' 1 : THIS PAGE IS DISTINCT TO TILE 3-SIDED ALCOVE
I
I

Steps below apply to 3-Sided Alcove;

|
|
| Use 2-Sided pages 8 to 10 diagrams, steps and component page 13. for steps/detailing.

PENETRATION OF WATERPROOFING UNDER TILES

Waterproofing warranties are potentially void with penetrations of membrane. Bond wall profiles with Bostik V60.
Minimum curing 24 hours (2mm to 3mm). Curing is by atmospheric moisture absorption (approx. 7mm in 7 days).

Steps below are distinct to 3-Sided Alcove
applications

Refer to Table B below for Door Set sizes.

1. Establish an outer boundary line (dotted) across the
base and up each wall.

2. On each side bond the wall channels Check bonding
details as outlined in the shaded section above.

3. Place the fixed glass panels into the wall profiles.
Note: The door will be hinged nearest to the shower
rose.

4. Determine the door size: either 550, 600, or 650mm.
Gap either side of door is 2.5mm to 3mm max.

5. Plumb off the fixed glass edges.

6. Fit glass lintel in position with clamps to hold the
fixed glass in position. Refer to specific details—
on page 10.

All installation steps can now be followed from the 2-
— = Sided steps eliminating the return panel details.
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TABLE B - Door Set 3-Sided Alcove Acclaim

Approximate width between finished walls. Variables are due to tile and adhesive thickness.

Wallboard to Wallboard &

Frame to Frame ProFinish Tile Tray Size

Door Set Size (+/- 5mm)

920 900 873mm
1020 1000 973mm
1120 1100 1073mm
1220 1200 1173mm
1320 1300 1273mm
1420 1400 1373mm
1520 1500 1473mm

Frame Dimensions: There is adjustment of plus or minus 6mm each side.
Custom Orders: The door set width will be printed on the outside of the packaging. Adjustment +/-5mm.
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INSTALLATION ACCLAIM 3 -SIDED SHOWER

: : THIS PAGE IS DISTINCT TO TILE 3-SIDED ALCOVE
2
I 1

Steps below apply to 3-Sided Alcove;
Use 2-Sided pages 8 to 10 diagrams, steps and component page 13. for steps/detailing.

PENETRATION OF WATERPROOFING UNDER TILES

Waterproofing warranties are potentially void with penetrations of membrane. Bond wall profiles with Bostik V60.
Minimum curing 24 hours (2mm to 3mm). Curing is by atmospheric moisture absorption (approx. 7mm in 7 days).

Refer to Table below for Door Set sizes.

1.

Establish an outer boundar line (dotted) accross the
base and up each wall.

. Drill clearance holes in wall channels, apply

silicone down the back and screw in place.

. Place the fixed glass panels into the wall channels

Note: The door will be hinged nearest to the shower
rose.

. Determine the door size: either 550, 600, or 650mm.

Gap either side of door is 2.5mm to 3mm max.

. Plumb off the fixed glass edges.

. Fit glass lintel in position with clamps to hold the

fixed glass in position. Refer to specific details
on page 10.

All installation steps can now be followed from the 2-
Sided steps eliminating the return panel details.

3-SIDED ACRYLIC ALCOVE LINER & DOOR-SET SPECS

Acrylic Tray Wallboard to Liner Back Wall Door Set
Size Wallboard O/All width +/- Tmm Min to Max

900 x 900 880 875 860-872

1000 x 1000 980 975 960-972
1200 x 800 1180 1175 1160-1172
1200 x 915 1180 1175 1160-1172
1200 x 1000 1100 1175 1160-1172
1400 x 915 1380 1375 1360 -1372
1500 x 915 1480 1475 1460-1472

Custome Sizes: The door set will be printed on the outside of the packaging +/- 5mm
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INSTALLATION ACCLAIM 3 -SIDED SHOWER

SILICONE

[

Seal the join between
wall profile and frame,
150mm up from base
on both sides.

Allow 24 hours for silicone
to dry before use.
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